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Chapter 1 Unpacking 

1.1 Unpacking 

1 2 3 

 
  

4 5 6 

 
 

 

7 8 9 

 

 

 

 

Item Name and description Pcs 

1 DVR 1 

2 User guide 1 

3 Remote control 1 

4 Screws (for HDD fixing) 6 

5 Power cord 1 

6 Power adaptor (AC 100~240V in, DC 12V out) 1 

7 Cables of SATA HDD 2 

8 Mouse (optional) 1 

9 IR extension cord (optional) 1 

NOTE:  The type of mouse will be shipped at random. 
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Chapter 2 Installation 

This chapter includes DVR Overview, Rear Panel, SATA HDD & Alarm Installation. 

 

2.1 DVR Overview 

 

 

Item Name Description 

1 Front panel Indicators & USB port 

2 Cover To protect HDD 

3 IR receiver 
 For IR remote control 

4 USB port  For USB backup 

5 Power indicator 
 Indicator of power status 

6 HDD indicator 
 Indicator of HDD status 
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2.2 Rear Panel 

 

Item Name Description 

1 Power DC 12V 

2 D-SUB 9-pin For alarm device: Relay, NO, NC 

3 VGA Video output 

4 Audio in RCAx2 (1Vp-p) 

5 Audio out RCA (L, R) (1Vp-p) 

6 BNC input BNC video input x 4 

7 USB port For mouse control 

8 LAN RJ-45 

9 IR IR extension jack 

10 GND  GND hole 

 

2.3 SATA HDD Installation 

Follow the steps below to install HDD. 

 

Step 1 

Lightly push the tongue out; then take the cover away. 
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Step 2 

Plug the cables of HDD properly. 

 

Step 3 

Plug the other end of the cables into the HDD. 
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Step 4 

Mind and let the front side of HDD up, and place it in the HDD bay. 

 

Step 5 

Fix the HDD by screws (silver). 

 

Step 6 

Turn the bottom side of DVR up, fix the HDD by screws (silver). 
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Step 7 

Fix the cover of DVR by screws (black). 

 

 

NOTE:  The HDD will be started 5~30 seconds later after DVR is powered on. If the 

HDD is not detected, warning will be showed for 3 seconds by a message ñHDD isnôt 

installed!ò with beep every 10 seconds. User can turn off the buzzer or leave live 

mode to quiet down. 

 

NOTE:  There are three reasons which may cause the above warning message: 1) 

HDD is broken 2) HDD is not installed 3) the recording mode is set as ñsingle-way 

recordingò and HDD is full. 

 

NOTE:  If the HDD is not detected and started within 25 seconds, it will be 

determined a failed HDD. 

 

2.4 Alarm Installation 

Pin Definition 
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Pin No Pin definition 

1 Alarm-in 1 

2 Alarm-in 2 

3 Alarm-in 3 

4 Alarm-in 4 

5 COM 

6 NC 

7 NO 

8 Do not connect to any cable. 

9 GND 

 

Alarm figure s 

Connect to NO (normal open) or NC (normal close) alarm device: 
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Chapter 3 Getting Start 

In this chapter, it introduces the front panel of DVR, and the definition of icons shown 

on event list and live/playback screen. 

 

3.1 Start Screen 
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 DVR Status 

1. System Status 

 Live display  Main menu  Event list  Playback 

 Pause  Fast forward  Rewind 

2. Recording Mode 

 No recording  Continuing recording  Single-way recording 

3. Password level 

 ID 0 (guest)  ID 1 (normal user)  ID 2 (administrator) 

NOTE:  The password level will be returned to ID: 0 after 17 seconds without any 

operation or pressing  twice directly in live screen. 

4. Language of OSD 

      

T. Chinese S. Chinese Japanese Czech Dutch English 

      

Spanish French Italian German Polish Russian 

      

Hebrew Thai Danish Swedish Finnish Vietnamese 

 

 Device Status 

1. USB Flash Drive Status 

 USB Flash Drive is detected  No USB Flash Drive is detected 

2. HDD Status 

 HDD is installed   HDD is not installed 
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3. Network Status 

 Network is working  Network is not working 

4. Status Bar of HDD Space 

 

This bar shows the HDD storage & consumption percentage. 

The estimate of recording time will be more accurate after at 

least one day recording. 

 

 

 DVR Tool Bar  

DVR Tool Bar 

 Switch to full screen display by singly channel 

 Quad mode  Main menu  Rewind 

 Playback/pause  Fast forward  Event list 

 Delete  Show/hide OSD  ESC 

 

 

 Camera Status 

1. Channel 

 Channel 1  Channel 2  Channel 3  Channel 4 

2. Recording mode 

 DVR is recording  Alarm is detected  Alarm recording is on 

 Motion is detected  Motion recording is on. 

NOTE:  The red light will be flashed when recording. 
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3. Frame Rate 

NTSC 
       

 No 

recording 

2fps 3fps 5fps 7.5fps 10fps 15fps 

PAL 
       

 No 

recording 

1.6fps 2.5fps 4.1fps 6.2fps 8.3fps 12.5fps 

4. Image Quality 

     

Basic Normal Fine Good Excellent 

 

3.2 Full Screen 

 

 Left click the mouse on one of the buttons to switch full screen 

display in live or playback mode. 
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3.3 Quad Screen 

 

Left click the mouse on the button  to split display in live or playback mode. 

 

3.4 Main Menu 

Left click the mouse on the button  to call main menu 
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If users set ñPassword Enableò as O, the DVR will request at least level 1 (ID: 1) 

password to enter Main Menu. Default: ID: 1, Password: 1111 (Refer to Section 4.2 

Setup ï DVR Password) 

 

 

Camera 

 

Cameras settings 

Setup 

 

To set language, time or 

check DVR information 

Record 

 

Recording parameters 

settings 
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Alarm 

 

Alarm & motion 

settings 

USB 

backup 

 

For USB backup 

function 

Network 

 

Network settings 

 

3.5 Event List 

Left click the mouse on the button  to call main menu 
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If users set ñPassword Enableò as O, the DVR will request level 2 (ID: 2) password to 

enter Event List. Default: ID: 2, Password: 2222 (Refer to Section 4.2 Setup ï DVR 

Password). 

 

Each HDD is allowed to save up to 256 events. If users change a new HDD, the event 

list will be moved together with the old one. 

 

 

 

 Left click the mouse on this button to play/pause the event. 

 Left click the mouse on this button to delete the selected event. 

 Left click the mouse on this button to go back to the previous page. 

 

Event Filter 

Users are able to search events by channels, or event filters. 

 

1. Channels: click the mouse on one of below icons to show specific events by all or 

specific channel(s). 

     

All Channels Channel 1 Channel 2 Channel 3 Channel 4 
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2. Event Filters: click the mouse on one of below icons to show specific events by 

different event filters. 

 

        

All 

Filters 
Motion 

Video 

Loss 
Alarm 

HDD 

ON/OFF 

Power 

ON/OFF 
Mark USB 

The different colors of event filters enable users to search events simply. Meanwhile, 

each event filter is come with an auxiliary search cursor in same color, it is helpful to 

show users what happened when they are playing the images. (Refer to Section 3.7 

Playback). 

 

Event Details 

   
 

 

Event No. 
Camera 

ON/OFF 
Filter Data/Time 

Event Source 

HDD/USB 

In the column of filter, it will show the filter icons in different colors, users can easily 

search the events. 

 

When the cursor is moved to one of the events, the background will be changed to the 

beginning of the event. 

 

Play Events 

 Left click the mouse on this button to play/pause the selected event. 

 

 

3.6 Playback 

 

Operation 

In live mode, left click the mouse on the button  to enter playback mode. 
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If users set ñPassword Enableò as O, the DVR will request at least level 2 (ID: 2) 

password to playback mode. Default: ID: 2, Password: 2222 (Refer to Section 4.2 

Setup ï DVR Password) 

 

 

 Left click the mouse on the numerals 

to select date, hour, minute, second or frame and then adjust them by ñrolling up or 

downò the mouse. 

 Left click the mouse on this bar to 

mark the import timing of video. 
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NOTE: Channel no. is shown on the left side of the bar. 

 Switch full screen display of the channel. 

 Switch quad screen display. 

 Play/pause the video. 

 Show event list. 

 Show/hide OSD. 

 Exit playback mode. 

 

Playback 

 

 In playback mode, left click the mouse on this button to play/pause the video.  

 

 Switch full screen display of the channel. 

 Rewind x 1, 5, 15, 60 

 Play/pause the video. 

 Fast forward x 1, 5, 15, 60 
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 Show event list. 

 Show/hide OSD. 

 Exit playback mode. 

 Switch quad screen playback. 

 

 

Playback Mark 

Click the bar to mark the timing of important video when searching playback data, 

and the orange cursor will be shown in the center of the bar. 

 

 

Auxiliary Search Cursors: 

This smart search design allows users to search data quicker and easier, meanwhile,  
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For Example: 

Below pictures shows many events happened, users can click the numerals of 

date/time/frame and ñroll up or downò the mouse to move one of the colorful cursors 

to the center red grid to view the event. 

 

 

Chapter 4 Main Menu 

 

If users set ñPassword Enableò as ñOò, the DVR will request at least level 1 (ID: 1) 

password to main menu. Default: ID: 1, Password: 1111 (Refer to Section 4.2 Setup ï 

DVR Password) 
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4.1 Camera 

Main Manu Ą Camera  

 

  

Left click the mouse on one of the cameras to enter the page of camera adjustment. 

 

Move and click the mouse to select brightness, contrast, hue or saturation, and roll up 

or down the mouse to adjust the image. 
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4.2 Setup 

Main Menu Ą Setup  

 

 

Move and click the mouse to select one of the items, or roll the mouse to adjust the 

settings. 

 

Load Default 

Load factoryôs default configuration. 

 

Left click the mouse to select ñNoò or ñYesò. 
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 Do not load factoryôs default settings. 

 Load factoryôs default settings. 

 

NOTE: Load Default function will not change password, and the setting of 

ñpassword enable/disableò. 

 

Language 

Click and roll the mouse on Language to choose OSD language. 

 

The DVR supports 18 versions of OSD language: T-Chinese, S-Chinese, Japanese, 

English, Czech, Dutch, Spanish, French, Italian, Deutsch, Polish, Russian, Hebrew, 

Thai, Danish, Swedish, Finnish and Vietnamese. 

 

NTSC/PAL Select 

Click and roll the mouse on NTSC/PAL Select to choose Auto, NTSC or PAL system. 

 

1. Auto: The DVR will detect the cameraôs system (NTSC or PAL) automatically 

when DVR is power on, if no camera installed, it will be the same as previous 

setting. 

2. NTSC: The DVR will be set to NTSC even PAL cameras are installed. 

3. PAL: The DVR will be set to PAL even NTSC cameras are installed. 

 

Date/Time Setup 
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Move and click the mouse to select one of the items, roll the mouse to adjust Date 

Mode, Date or Time. 

 

NOTE: It is necessary to click Exit/Update to save the settings. 

 

The date mode set here will be shown in the bottom-left corner of the screen. 

 

 

DVR Password 

 

Move and click the mouse to select one of the items, or roll the mouse to 

enable/disable password. 

 

1. Password Enable: Only users of ñID: 2ò are able to enable/disable password 

authority. 

 

 Password Enable: the DVR will request password (ID: 1 or ID: 2) to enter 

Main Menu, users without password (ID: 0) are allowed live monitoring only. 

 

 Password Disable: the DVR will NOT request password to enter Main 

Menu. 
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2. User Password (ID: 1): users can change the password of ID: 1. 

(Default password: 1111) 

3. Admin Password (ID: 2): users can change the password of ID: 2. 

(Default password: 2222) 

 

Click the numerals to set and confirm the value of password. 

 

NOTE:  ID: 2 (Admin: user of level 2) is the administrator of DVR, who has the 

rights to manage passwords. ID 1 (Normal: level 1 users) is a normal user who can 

neither enable/disable password checking nor manage passwords. 

 

Information  

Users can check the DVR information including software, hardware, start/stop 

recording time of HDD and checksum. 
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4.3 Record 

Main Menu Ą Record  

 

Move and click the mouse to select one of the items, or roll the mouse to adjust the 

settings. 

 

Alarm/Motion Rate  

Set recording rate for the time when alarm or motion is triggered. Roll the mouse to 

adjust Alarm/Motion Rate. 

 No recording when alarm or motion is detected. 

 

Working Hour Rate  

Set recording rate for normal working hours. Roll the mouse to adjust Working Hour 

Rate. 

 No recording in working hours. 

 

Non-working Hour Rate 

Set recording rate for non-working hours. Roll the mouse to adjust Non-working Hour 

Rate. 

 No recording in non-working hours. 
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NOTE:  Working and non-working hours are programmable by setting schedule. 

NOTE:  The event will still be recorded into the event list even Alarm/Motion Rate is 

set as  

Quality  

Star 1 stands for the most basic image quality for the longest recording time, whereas 

star 5 is for the best recording quality. 

NOTE: The background channel, image quality and frame rate will be changed 

immediately when users adjust the settings. 

Audio 

Users can install audio devices in channel 1 and channel 2. Roll the mouse to 

enable/disable Audio function. 

 Enable audio function: Audio works both in live & playback. 

 Disabled audio function: Audio doesnôt work neither in live nor playback. 

Record Mode 

Roll the mouse to adjust the Record Mode.. 

 No Recording: the DVR will NOT record. 

 Continuing Recording: the HDD will be overwritten when it is full. HDD status 

bar will show ñ100%ò, but it will continue recording. 

 Single-way Recording: the DVR will stop recording when the HDD is full until 

the recording mode is changed to  or format the HDD. 
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NOTE:  If  users use more than two HDDs in turn, it is suggested to set the record 

mode as ñsingle-way recordingò to prevent overwriting. 

Schedule 

Recording schedule is programmable for working & non-working hours. 

 

Move and left click the mouse to move the cursor, roll the mouse to enlarge or narrow 

the cursor. 

Left click the mouse twice to switch the zone from Working or Non-working Hours. 

 Working Hours 

 Non-working Hours 

 

NOTE:  The function of Alarm/Motion will not be conflicted by schedule. 

 

Format HDD 
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 Cancel HDD format. 

 Format HDD. 

 

NOTE:  When a new HDD is installed, it will show a message ñUnformatted HDD!ò 

on the screen, users can format HDD via this function, and set record mode. If an old 

HDD is installed instead, the DVR will remain the original record mode of the HDD, 

but users can change it as well. 

 

NOTE:  The estimate of recording time will be more accurate after at least one day 

recording. 

 

WARNING: All the recorded data including event list will be deleted after 

format HDD.  

 

4.4 Alarm 

Main Menu Ą Alarm  

 

Click and roll the mouse to select one of the items and change the settings. 

Left click the mouse to enter Motion settings. 
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Video Loss Alarm 

 Roll the mouse to enable video loss alarm  

 Roll the mouse to disable video loss alarm 

Response Duration 

Roll the mouse to adjust response duration. 

 

Users can set post-recording time in this item. When alarm/motion is happened, the 

post-recording time will be lasted for 1-255 seconds with an alarm or motion message 

and beep sound. If a new alarm/motion is happened in the meanwhile, the 

post-recording function will be on again for 1-255 seconds. Users can turn off the 

buzzer, but the notification will still be showed on the screen. 

Alarm Full Screen 

 Roll the mouse to enable alarm full screen. 

 Roll the mouse to disable alarm full screen. 

Buzzer  

 Roll the mouse to turn on the buzzer. 

 Roll the mouse to turn off the buzzer. 

Motion  
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Left click the mouse the select one of the cameras. 

 

Move and left click the mouse to set motion detection zones. 

Roll the mouse to adjust the sensitivity of motion zones. The bigger the number, the 

higher the sensitivity. 

 

4.5 USB Backup 

Main Menu Ą USB Backup  

 

Click and roll the mouse to select one of the items and change the settings. 

Left click the mouse to Save or Format USB Flash Drive 


























































